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The BT899XL-FD is a fixed drop ceiling mount which has been 
designed to mount universal projectors up to 25kg. Available in a 
choice of 6 pole lengths from just 0.25m up to 3m, this fixed drop 
mount features an adjustable ceiling plate ideal for mounting to 
angled ceilings. The BT899XL-FD is designed with easy adjustment 
of tilt, roll and swivel, with optional micro-adjustment for short 
throw projectors.

FEATURES

�� Integrated cable management for smart installation
�� Security locking screws and Allen key provided for a secure installation
�� Suitable for angled ceilings
�� Unique ‘Carousel’ mounting plate for universal compatibility 
�� Suitable for projectors using M2.5, M3, M4, M5 and M6 fixings

Ideal 

for angled 

ceilings

1.5m Pole

2m Pole

3m Pole

BT899XL-FD150

BT899XL-FD200

1m PoleBT899XL-FD100 BT899XL-FD300

BT899XL-FD050

BT899XL-FD025

0.5m Pole

0.25m Pole

available in 6 pole lengths

Ceiling plate can be mounted onto a 
ceiling with angles up to 90°

M A N U F A C T U R E R  O F  T H E  Y E A R

BT899XL-fd
extra-large 
Projector ceiling 
mount with
micro-adjustment

Unique ‘carousel’ mounting plate for 
universal compatibility

Features easy tilt, roll and swivel functions Micro-adjustment feature is ideal for                 
short throw projectors

SPECIFICATION

Max load 25kg

Tilt (pitch) +/- 13°

Roll +/- 6°

Yaw 360°

Ceiling plate tilt 90°

Max distance between fixings 493mm

Color option (050mm pole) Black, White or Chrome

6°

6°
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ACCESSORIES and related PRODUCTS of THE BT899XL-AD

technical drawings
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Ø50mm Poles available in different 
lengths up to 3m

Ceiling Mount securely fixes Ø50mm 
poles to the ceiling 

Ceiling Mount with Tilt ideal for 
mounting Ø50mm poles to angled ceilings 

ACCESSORIES and related PRODUCTS of THE BT899XL-FD

BT899BT8311BT7822BT7850 BT8311BT7808

Ø50mm Poles available in different 
lengths up to 3m

Ceiling Mount securely fixes Ø50mm 
poles to the ceiling 

Ceiling Mount with Tilt ideal for 
mounting Ø50mm poles to angled ceilings 

PACKING INFORMATION

Colour: Order Ref: EAN Code: Master Carton Qty: Inner Carton Qty: Master Carton Weight: Master Carton Cube:

Black BT899XL-FD025/BB 5019318761157 1 N/A 4.45kg 0.01cmb

Chrome BT899XL-FD025/BC 5019318761164 1 N/A 4.45kg 0.01cmb

Black BT899XL-FD050/BB 5019318761171 1 N/A 4.93kg 0.01cmb

White BT899XL-FD050/BW 5019318761362 1 N/A 4.93kg 0.01cmb

Chrome BT899XL-FD050/BC 5019318761188 1 N/A 4.93kg 0.01cmb

Black BT899XL-FD100/BB 5019318761195 2 N/A 3.95kg / 1.93kg 0.00cmb / 0.00cbm

White BT899XL-FD100/BW 5019318761379 2 N/A 3.95kg / 1.93kg 0.00cmb / 0.00cbm

Chrome BT899XL-FD100/BC 5019318761201 2 N/A 3.95kg / 1.93kg 0.00cmb / 0.00cbm

Black BT899XL-FD150/BB 5019318761218 2 N/A 3.95kg / 3.09kg 0.00cbm / 0.01cmb

White BT899XL-FD150/BW 5019318761386 2 N/A 3.95kg / 3.09kg 0.00cbm / 0.01cmb

Chrome BT899XL-FD150/BC 5019318761225 2 N/A 3.95kg / 3.09kg 0.00cbm / 0.01cmb

Black BT899XL-FD200/BB 5019318761232 2 N/A 3.95kg / 3.83kg 0.00cbm / 0.01cmb

Chrome BT899XL-FD200/BC 5019318761249 2 N/A 3.95kg / 3.83kg 0.00cbm / 0.01cmb

Black BT899XL-FD300/BB 5019318761256 2 N/A 3.95kg / 6.8kg 0.00cbm / 0.01cmb

Chrome BT899XL-FD300/BC 5019318761263 2 N/A 3.95kg / 6.8kg 0.00cbm / 0.01cmb

original designs by b-tech av mounts - registered designs & patents apply

Projector Ceiling Mount with Micro-
Adjustment Maximum distance between 
fixings 370mm
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