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The BT899XL-AD is a ceiling mounted, universal projector 
mount designed to mount projectors up to 25kg. The BT899-AD 
allows the projector to be lowered or raised in 25mm increments 
& securely fastened at the desired height.  The BT899-AD has a 
maximum drop of 1137mm & features easy adjustment of tilt, 
yaw & roll plus optional micro-adjustment makes alignment of 
projections quick & simple. 

M A N U F A C T U R E R  O F  T H E  Y E A R

BT899XL-Ad
Adjustable Drop 
Extra-Large 
Projector ceiling 
mount with
micro-adjustment

ADJUSTABLE 

DROP IN 25MM 

INCREMENTS

FEATURES

�� Adjustable drop in 25mm increments for the perfect positioning of 
projector height 
�� Integrated cable management for a smart installation
�� Security locking screws and Allen key provided for a secure installation
�� Unique ‘Carousel’ mounting plate for universal compatibility 
�� Suitable for projectors using M2.5, M3, M4, M5 and M6 fixings

Micro-adjustment feature is ideal for                 
short throw projectors

Features easy tilt, roll and swivel functions The BT899-AD has a maximum drop of 
up to 1137mm

Adjustable drop in 25mm increments for 
the perfect height positioning

6°

6°

SPECIFICATION

Max load 25kg

Tilt (pitch) +/- 13°

Roll +/- 6°

Yaw 360°

Adjustable ceiling drop 728-1128mm

Max distance between fixings 493mm
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related PRODUCTS

BT8311bt899-ad

Adjustable Drop Projector Ceiling 
Mount for projectors with fixing patterns 
up to 370mm

BT8311BT899XL

Projector Ceiling Mount for extra-large 
projectors, mounts directly to the ceiling

BT899XL-fd

Fixed Drop Projector Ceiling Mount for 
XL projectors, suitable for angled ceilings

BT893-AD

Adjustable Drop Heavy Duty Projector 
Ceiling Mount for projectors with fixing 
patterns up to 618mm
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17 x 25mm 
pitch holes 
provide 
400mm of 
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ISOMETRIC VIEW

BT899XL-AD With Long Legs BT899XL-AD With Short Legs
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BT899XL-AD With Long Legs BT899XL-AD With Short Legs

Order Ref: COLOUR EAN Code: Carton Qty: Carton Weight: Carton Cube:

BT899XL-AD/B Black 5019318761140 1 6.52kg  0.02cbm

PACKING INFORMATION


